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FBC Attachment G7-Fuel Availability Constraints

Fuel Availability Data * MARS Model Parameters
Tier §§:§§2§f§§ ﬁ.ﬁ:fﬁf:f f'c',ZZ Available Gas | Available Oil | T2 A‘(’aMia';"e Fuell Modeled Unavailable ICAP (MW) **
(MW) (MW) (Gas + Oil) ICAP (MW) . = ; p

1 >106.25% 675 12,225 2,015 1,528 2,660 910
2 105% +/- 1.25% 1,350 12,900 1,321 1,528 2,660 910
3 102.5% +/- 1.25% 2,775 11,550 14,325 135 1,460 2,493 840
4 100% +/- 1.25% 4,000 15,550 20,726 48 1,172 1,791 546
5 97.5% +/- 1.25% 5,050 16,600 19 789 1,202 373
6 <96.25% No Constraint No Constraint

Note: The winter fuel availability constraints methodology has not changed between PBC and FBC. Zonal
allocation of the total assumed available fuel was updated using the most recent Firm Fuel
Characteristic Election for the upcoming Capability Year (due by August 1, 2026).

PBC Attachment G7-Fuel Availability Constraints

Fuel Availability Data * MARS Model Parameters
Tier ForecasteaWintor Pea Lond | AvailableGas | Availabis oi | T A‘(’:‘/:@‘)"e Fuell Modeled Unavailable ICAP (MW) **
(MW) (MW) (Gas + Oil) ICAP (MW) . = ; p

1 >106.25% 675 12,225 2,602 1,351 2,388 729
2 105% +/- 1.25% 1,350 12,900 1,908 1,351 2,388 729
3 102.5% +/- 1.25% 2,775 11,550 14,325 736 1,278 2,214 655
4 100% +/- 1.25% 4,000 15,550 20726 718 886 1,504 404
5 97.5% +/- 1.25% 5,050 16,600 711 442 919 265
6 <96.25% No Constraint No Constraint

* Note: Available fuel data is in terms of UCAP. Derates are applied to the generator ICAP.

** Note: Values represent aggregate level derate applied to generator ICAP. Actual derate % applied varies
depending on the fuel type (i.e., gas-only vs. dual fuel) of each unit



